
PRECICE® EXTERNAL REMOTE CONTROL (ERC) 3P



Training Overview

 Objectives

 ERC 3P Buttons and Symbols

 ERC 3P Warnings

 Operating Room Use

 Programming the Prescription

 Reviewing Patient History

 Settings

 Patient Use

 Troubleshooting

 Technical Information

 ERC 3P Collateral

Here’s what will be covered:



Objectives for Training

Capable of explaining the features and benefits of 
the ERC 3P

Become an expert in programming/navigating the 
ERC 3P in the following modes:

 Operating room use

 Patient use at home

 Reviewing patient history

 Settings and troubleshooting



ERC 3P WARNINGS



ERC 3P Warnings



ERC 3P Warnings (continued)



ERC 3P Warnings (continued)



ERC 3P Warnings (continued)



ERC 3P Warnings (continued)

For a full list of precautions, please refer to the Operator’s Manual



Meet the ERC 3P

Illuminated viewing window

Contoured bottom that hugs the limb

Ergonomically friendly tibia handle



Meet the ERC 3P



ERC 3P BUTTONS AND SYMBOLS



ERC 3P Buttons and Symbols



ERC 3P Buttons and Symbols (continued)



ERC 3P Buttons and Symbols (continued)



OPERATING ROOM USE



Easy Operating Room Use!

1) Turn on the ERC 3P and type in the physician passcode

2) Choose “Operating Mode” from menu

3) Select Femur or Tibia 

4) Select Nail Size

5) Select Approach

6) Press the Controller Button when it is Green!

*Note: if the magnet detection feature is on, initialization will need to be performed before the 
lengthening session begins.

The ERC 3P is quick and simple to use in the operating room…











The ERC 3P is now 
ready for operating 
room use!



PROGRAMMING THE PRESCRIPTION



Easy Prescription Entry!

1) Turn on the ERC 3P and type in the physician passcode

2) Choose the “Prescription” from the menu

3) Select prescription 1 (or 2 if bi-lateral)

4) Input prescription information

5) Review and confirm the prescription

The prescription has been entered!

The software will guide the user effortlessly through prescription programming…















The prescription 
entered into the ERC 
3P has now been 
saved!





REVIEWING PATIENT HISTORY







Key:
Red: lengthening stopped due to stall
Yellow: lengthening stopped due to uncoupling



SETTINGS













PATIENT USE



Easy for the Patient to Use!

1) Turn on the ERC 3P 

2) Review the summary screen

3) Align the ERC of the magnet in the implant

4) Press the Green Go button!

*Note: if the magnet detection feature is on, initialization will need

to be performed before the lengthening session begins.

The ERC 3P is extremely easy for the patient to navigate…











The patient’s 
session has now 
started!





The patient’s 
session and/or goal 
is now complete!



TROUBLESHOOTING



• If a system error occurs, the user 
will see this screen.

• Error codes will have a reference 
number which instructs the users 
how to troubleshoot.

• Reference the ERC 3P Operators 
Manual for a complete list of all 
error codes. 

• For questions regarding the 
prescription, contact the 
physician. For questions regarding 
the ERC, contact NuVasive 
Specialized OrthopedicsTM, Inc. at 
949-837-3600.

Note: additional error codes can be found in the manual.



TECHNICAL INFORMATION



ERC 3P Gap Distances

gap

“Gap”: surface of the treated limb to the intramedullary canal 

The gap distance for the ERC 3P is equal to 
or greater than the gap distances for ERC 1 
and ERC 2P. 
*Minimum distance is in effect when Coupling Sensor is active. 

ERC 3P*

Nail Size Sensing Range

FE
M

U
R 12.5 84mm - 30mm

10.7 59mm - 30mm

8.5 45mm - 20mm

TI
B

IA

12.5 15mm - 10mm

10.7 15mm - 08mm

8.5 13mm - 06mm



Cleaning and Maintenance

 To clean the external surfaces of the ERC 3P, wipe with 70% isopropyl alcohol or 
Lysol® disinfectant wipes. Do not submerge any component of the ERC 3P in 
liquid. 

 In between patients, wipe the ERC 3P with 70% isopropyl alcohol or Lysol® 
disinfectant wipes to disinfect the unit.

Description Rating Units

Displayed Travel Accuracy1 ±10%  +  ±0.3 mm

Operating Temperature 10 – 40 (50 – 104) oC (oF)

Operating Relative Humidity 30 - 75 %

Storage Temperature -10 – 60 (14 – 140) oC (oF)

Storage Relative Humidity 5 – 95 (Non Condensing) %

Input Power Voltage (Single Phase) 100 – 240 VAC

Input Power Frequency 50 / 60 Hz

Input Power Current (Maximum) 2.3 A

Weight: ERC 3P 4 (9) kg (lbs)

ERC 3P with Carrying Case 11 (24) kg (lbs)

Maximum Continuous On Time 10 Minutes

On Time/Off Time 10 / 90 %



ERC 3P COLLATERAL



ERC 3P Collateral
The following collateral materials are available for use:

ERC 3P Quick Reference Guide ERC 3P Informational Sell Sheet ERC 3P Airlines Statement of Conformance 

ERC 3P Patient Manual ERC 3P Operator’s Manual



THANK YOU!



©2017. NuVasive, Inc. All rights reserved.     , NuVasive, and MAGEC are registered trademarks of NuVasive, Inc. 

PRECICE is a registered trademarks of NuVasive Specialized Orthopedics, Inc. NuVasive Specialized Orthopedics, 

Inc. is a trademark of NuVasive, Inc. 

The implantable device is only to be used by a trained licensed physician. Weekly X-ray imaging to assess actual distraction length is recommended. Only use the ERC in 

a manner consistent with the Operator’s Manual; any alternative use may result in injury or damage to the device. The ERC may cause radio interference or may disrupt 

the operation of nearby equipment. It may be necessary to take mitigation measures, such as re-orienting or relocating the ERC or shielding the location. Persons with a 

pacemaker or a similar medical aid should not handle or be exposed to the ERC. The strong magnetic fields may affect the operation of such devices. The ERC uses 

strong permanent magnets. Misuse of this device can cause serious personal injury. Make sure the work area is free of metal objects before use. This includes personal 

items such as jewelry, watches, keys, and cellular phones. Always return the ERC to its protective case when not in use. Only operate the device by holding onto both of 

the handles provided. The ERC may be pulled away from your hands if brought too close to other magnetic objects.  

Always maintain a firm grip on the ERC and be very aware of other objects in your work area. If the device is damaged, beware that magnet shards from broken magnets 

are very sharp. Always handle broken magnets with thick protective gloves. Never place the ERC near electronic media or appliances. Do not open the unit; severe 

personal injury or damage to the device may result. Only use the supplied power cord or an equivalent hospital grade cord rated for 10 Amps minimum. Do not use this 

device in the presence of flammable anesthetics. If retraction of the implant is needed, never retract the implant more than the amount lengthened over the previous day.  

Failure to follow this warning may result in pulling biological material that may have adhered to the rod of the implant into the internal space of the actuator of the implant.  

The ERC should only be placed immediately over the area of the patient’s body at the magnetic portion of the IMLL. Do not place the ERC near any other parts of the 

body, for example, portions of the body which may contain ferromagnetic material-containing implants. When the ERC is not being actively used on the patient, it should 

always be kept within its protective case. This device has not been tested for compatibility in Magnetic Resonance Imaging (MRI) environments and should not enter an 

MRI unit. Please refer to the PRECICE IMLL System instructions for use for complete Important Safety Information. Caution: Federal law restricts this device to sale by or 

on the order of a physician.
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